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Part List for UniTorq M-Series Actuators
Part Name Material
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*The size 20 is also available with an FO4 (#10-32 UNF on a 1.654 B.C.) mounting pattern in place of the FO3/F05.
**Sizes 237-633 have 3.15 x 1.18 and a 5.12 x 1.18 top mounting with (8) M5 x 0.8 threaded holes.



M-Series Free Internal Air Volume
Cubic Inches (in?)

Closing Stroke
(DA only)

M-Series Weights (Ibs)

Size ‘ Opening Stroke ‘
4.27

8.54

1HIIAM
JINNTOA IV

M157 13.25 14.75

26.85 30.35

45.05 51.55

M1260 87.20 104.70

-- Air Consumption (Standard Cubic feet) ;)er Stroke =

180.00 222.00 4.20 (
V' \Supply Pressure + 14.7
e 1728 147

M331

M1260 405.20

M633

1502.40

M2928 911.08

M2928

M-Series Speed of Operation (sec)
Double Acting Spring Return
Opening Stroke | Closing stroke | Percycle Opening Stroke | Closing stroke | Per cycle
0.2 0.2 0.4 -

0.3 0.3 0.6 0.3

0.4 . 0.9 0.5

0.8 . 1.6 0.9

1.2 . 2.5 1.4

1.7 . 3.5 1.8

2.7 . 5.8 3.5

8.5 4.5

M-Series Temperature Specifications

Bearing Material 0-ring Material Grease
-4°10 176° -20° to 80° Delrin/Bronze Impregnated PTFE Standard

Low Temp -58° 10 176° -50°to 70° Delrin/Bronze Impregnated PTFE Low Temp NBR Standard
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